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COMPUTER WORK STATIONS

construction with black thermally fused laminate face and
back. The exposed edge shall be banded with 1 mm black
PVC. The shelf shall be held forward of the back panel 2"
and shall be pre-drilled for J-channel and duplex brackets.
These shelves shall be attached with cams.

WORK STATION TOP HEIGHT: Work surface will
be adjustable to 39" high, 32" high, 29" high or 26 -1/2"
high.

VERTICAL WIRE MANAGEMENT: Between the
work surface and the "J"-channel shelf, there shall be a
l-l/8" deep x 2 -1/2" wide extruded black PVC "J"-channel
with a 1-11/16" lip on the face side, screwed to the back
panel.

OPTIONAL: Lumber core work surface, add L suffix.

UL LISTING: Work stations shall be listed (UL or
equivalent) render Office Furnishings Standard (QAWZ)
or Utility Table Standard (WWJT).

NOTE: Optional electrical components are described in
the Optional Electrical Components section.

TERES B-SERIES
LIBRARY FURNITURE

GENERAL
SPECIFICATIONS

TOP: The top shall be 1-I/4" thick 3-ply particleboard
construction with a .050 high pressure laminate face and a
.028" backer on the underside. The exposed edges shall be
externally radiused top and bottom I/l6". Front edges of
work surfaces have a 5/8" x 1 ->/8" solid oak external drop
edge band shaped to a 13° bevel. Back edge shall have a
black aluminum retaining lip extending 5/8" above the
work surface. The work surface shall be held away from
the back panel 2" to provide a cord drop.

END PANELS: End panels shall be 3/4" thick x 27-3/4"
wide x 31-3/4" high, 3 -ply particleboard construction with
select grade "A" oak veneers on both faces. Panels will be
banded top and bottom with I/8" thick solid oak. Panels
will have concealed Mod-eeza clips which engage
shoulder screws in the leg posts. End panels will be fitted
on one side with threaded brass inserts for adjustable work
surface heights of 26-1/2", 29", 32" and 39". The end
panels shall be predrilled for the location of two shoulder
screws for shelf attachment.

INTERMEDIATE PANELS: The intermediate panel
shall be the same construction as end panels and through
drilled with threaded brass inserts on both sides and shall
be bored and fitted with a 3-I/2" PVC pass through
grommet.

BACK PANEL: The back panel shall be 3/4" thick x
33-3/4" or 47-1/4" wide x 31-3/4" high. Back panel
construction is the same as end and intermediate panels.

LEGS: Legs will be 1-1/2" square solid oak, radiused on
all edges, top and bottom, 1/4". Each leg will have a
1-3/16" diameter adjustable glide.

SHELF: Shelf will be 1" thick x 10" deep, 3-ply
particleboard construction on 34-1/2" units and >-ply
lumber core on 48" wide units, with select grade "A" oak
veneers on each face. The front edge will be banded with
1/8" thick solid oak. The shelf may be located above the
work surface, 43-3/4" above the floor or below the work
surface, 23-3/4" above the floor. Shelves shall be attached
with cams.

J-CHANNEL SHELF: The J-channel shelf shall be 3/4"
thick x 6" deep, 3 -ply particleboard

REQUIRED FOR ORDER:
• product number
• wood finish

• plastic laminate
• specify if units are to receive electrical components (show work station arrangement)

PRODUCT
NUMBER
TB-2836-WS
TB-2836-W S-L
TB-2842 WS
TB-2842WS-L
TB-2848-WS
TB-2848-W S-L
TB-2872-WS
TB-2872-WS-L

TB-2836-WS-A
TB-2836-W S-A-L
TB-2842WS-A
TB-2842WS-A-L
TB-2848-WS-A
TB-2848-WS-A-L
TB-2872-WS-A
TB-2872-W S-A-L

DESCRIPTION

COMPUTER WORK STATIONS

TB-2836-DWS
TB-2836-DWS-L
TB-2842-DWS
TB-2842-DWS-L
TB-2848-DWS
TB-2848-DWS-L
TB-2872-DWS
TB-2872-DWS-L

TB-2836-DWS-A
TB-2836-DWS-A-L
TB-2842-DWS-A
TB-2842-DWS-A-L
TB-2848-DWS-A
TB-2848-DW S-A-L
TB-2872-DWS-A
TB-2 8 72-D W S-A-L

(init.) 30-3/4" deep x 36-5/8" wide x 48" high
(lumbercore option)
(init.) 30-3/4" deep x 44/8" wide x 48" high
(lumbercore option)
(init.) 30-3/4" deep x 50-1/8" wide x 48" high
(lumbercore option)
(init.) 30-3/4" deep x 71-1/2" wide x 48" high
(lumber core option)

(add.) 30-3/4" deep x 3>-1/4" wide x 48" H
(lumbercore option)
(add.) 30-3/4" deep x 42-34" wide x 48" H
(lumbercore option)
(add.) 30-3/4" deep x 48-3/4" wide x 48" H
(lumbercore option)
(add.) 30-3/4" deep x 70-1/8" wide x 48" H (lumber
core option)

(init.) 60" deep x 36-5/8" wide x 48" high
(lumbercore option)
(init.) 60-" deep x 44-1/8" wide x 48" high
(lumbercore option)
(init.) 60=' deep x 50-1/8" wide x 48" high
(lumbercore option)
(init.) 60=' deep x 71-1/2" wide x 48" high (lumber
core option)

(add.) 60" deep x 35-1/4" wide x 48" high
(lumbercore option)
(add.) 60" deep x 42-3/4" wide x 48" high
(lumbercore option)
(add.) 60" deep x 48-3/4" wide x 48" high
(lumbercore option)
(add.) 60" deep x 70-1/8" wide x 48" high (lumber
core option)

© THE WORDEN COMPANY



O.P.A.C.

TERES B-SERIES
LIBRARY FURNITURE

GENERAL
SPECIFICATIONS

TOP: The work surface shall be I-1/4" thick x 28" deep,
3-ply particleboard construction with 050" high pressure
laminate face and .028" backer on the underside. The front
edge shall be banded with a 5/8" thick x 1 -5/8" wide solid
oak, external, drop edge band, shaped to a 13°
bevel. Back edge shall have a black aluminum retaining
lip extending 5/8" above the work surface. The top shall
be held 2" from the back panel to provide a cord drop. The
top shall be grooved and pre-drilled on the underside at
each end for black oxided metal "Z-bar" brackets.

END PANELS: The end panels shall be 1-3/16" thick,
3-ply particleboard construction with select grade "A"
veneers on both faces. The top, bottom and front edges
shall be banded with l/ 8" thick solid oak edge bands. End
panels shall be fitted on one side with threaded brass
inserts for adjustable work surface heights of 26-1/2", 29",
32" and 39". The end panels shall be predrilled for the
location of two shoulder screws for shelf attachment.

INTERMEDIATE PANELS: The intermediate panels
shall be the same as the end panels and through drilled
with threaded brass inserts on both sides and shall be
bored and fitted with a 31/2" PVC pass through grommet.

BACK PANELS: The back panels shall be 1 -3/ 16" thick,
3-ply particleboard construction with select grade "A"
veneers on both faces. The top and bottom edges shall be
banded with 1/8" thick solid oak edge bands. The back
side of the

panels shall have 5mm boring for the location of shelf pins
for display shelves and for black oxided metal "Z-bar"
brackets for supporting the hex lids.

ENCLOSURE PANELS: The enclosure panels shall be
3/4" thick, 3-ply particleboard construction with select
grade "A" veneers on both faces. The top and bottom shall
be banded with 1/8" solid oak edge bands. The edges on
both sides shall be radiused, pre-drilled and attached to the
back panels by means of cleats.

ACCESS PANELS: The access panels shall be 1-3/16"
thick, 3 -ply particleboard construction with select veneers
on both faces. The top and bottom edges shall be banded
with l/8" thick solid oak. The panels shall be split in two
parts 12" from the bottom. The top section shall be
pre-drilled on the back side at top for black oxided metal
"Z-bar" brackets and attached to the panel to support the
hex lids. The top sections shall be bored through and fitted
with a 31/2" PVC grommet.

TRIANGULAR POSTS: The triangular posts shall be
L-1/2" per side extruded aluminum, powder coated black,
machined on all sides for shoulder screws. The post shall
be fitted at the top with an injection molded cap, and the
bottom fitted with a threaded insert for a glide.

PAPER SHELF: The paper shelf shall be 3/4" thick x
7-1/2" deep, 3-ply particleboard construction with select
grade "A" veneers on both faces. The front edge shall be
banded with 1/8" solid oak. The back edge shall be banded
with 1/32" veneer. The shelf shall be secured with

cam fasteners. The underside of the paper shelf is
pre-drilled to receive "J" channel.

DISPLAY SHELF: The display shelf shall be 3/ 4" thick x
7-l/2" deep, 3-ply particleboard construction with select
grade "A" veneers on both faces. The front edge shall be
banded with 1/8" solid oak. The shelf shall be secured
with Rafix fasteners.

FULL AND HALF HEX LID: The full and half hex lid
shall be 1-3/l6" thick, 3-ply particleboard construction
with .050" high pressure laminate face and .028" backer on
the underside. Each lid shall be supported by black oxided
metal -Z-bar" brackets.

GLIDES: Each end panel, intermediate panel and post
shall be fitted with one 1 -3/16" diameter rubber cushioned
leveling glides with a l5/ 16" stem.

OPTIONAL PAPER GROMMET: The top may be
fitted with a 12" x 1-3/4" injection molded plastic paper
grommet.

VERTICAL WIRE MANAGEMENT: Between the
work surface and the "1"-channel shelf, there shall be a
1-1/8" deep x 2-1/2" wide extruded black PVC
"J"-channel with a 1-11/16" lip on the face side, screwed
to the back panel.

UL LISTING: Work stations shall be listed (UL or
equivalent) under Office Furnishings Standard (QAWZ).

NOTE: Optional electrical components are described in
the Optional Electrical Components section.

REQUIRED FOR ORDER:
• product number
• wood finish
• plastic laminate
• specify if units are to receive electrical
• specify if work surface is to receive paper grommet

PRODUCT
NUMBER DESCRIPTION

TB-096-HCT

TB-096-HCT-1

TB-096-HCT-3

95-3/4" diameter x 48" high

The full hex carrel has six adjustable work surfaces,
paper shelves and closed inner hub.

95-3/4" wide x 24-1/4" deep x 48" high

The closed half hex has three adjustable work
surfaces, and paper shelves, half hex lid and an
enclosure panel.

9>-3/4" wide x 24-1/4" deep x 48" high

This half hex has three adjustable work surfaces,
paper shelves and 3 display shelves.



COMPUTER/REFERENCE TABLE

and each end on Computer, and screwed to the
underside of table top. Interior dimensions of each
compartment 3-1/2" high x 3-I/2 wide x 5" deep.

GLIDES: Each leg will have a 1-3/16" diameter
adjustable rubber cushioned leveling glide with a
15/16" stem.

UL LISTING: Tables shall be listed (UL oe
equivalent) under Utility Table Standard (W WJT).

NOTE: Optional electrical components are
describes in the Optional Electrical Components
section.

TERES B-SERIES
LIBRARY FURNITURE

GENERAL
SPECIFICATIONS

TOPS: Table tops are 1-1/4" thick, 3-ply par-
ticleboard construction, including .050" thick high
pressure laminate face and not less than 028" thick
backing material. Edges of tops will be banded with
5/8" thick x t-5/8" wide solidoak external drop edge
bands shaped to a 13° bevel with corners radiused
1/2".

TRIM RAIL (Optional): A 1" thick x 1-7/16" wide
solid oak accent strip will be positioned behind the
drop edge band. Bottom edges and each end will each
have 3/8" radius.

LEGS: Legs are 2-l/4" square glued-up solid oak and
shaped on vertical edges with 1/4" radius. Bottom
edges will receive 1/8" radius. Legs are attached to
the top by means of a 5" square x 5/16" thick steel
plate. The leg is attached to the plate by two (2) 5/16"
x 3" machine bolts

screwing into a 2" x 5/8" diameter barrel nut
embedded in the leg. The steel plate is attached to the
top by means of five (5) 5/16" x 1" machine bolts
screwing into threaded metal inserts embedded in the
underside of the top.

STRETCHER ASSEMBLY: The intermediate height
cross stretchers and longitudinal stabilizer are of 3/4"
x 3" solid oak and located 15" above floor.

TABLE RACK: The rack is constructed of 1" thick,
3-ply particleboard construction with select grade "A"
oak veneers and all exposed edges banded with solid
oak bands. Racks are 10-1/2" high and screwed to the
table tops.

CALL SLIP BOX: Each side of the table is equipped
with a three compartment call slip unit, constructed of
Baltic birch veneer core finished to match table. The
finished unit is is positioned at the center of the table
on Reference

REQUIRED FOR ORDER:
• product number
• wood finish
• plastic laminate

PRODUCT
NUMBER

TB-3072-RT
TB-3072-RT -L
TB-3072-RT -R
TB-3072-RT -LR

REFERENCETABLE

COMPUTER TABLE

4

DESCRIPTION

TB-3072-CT
TB-3072-CT -L
TB-3072-CT -R
TB-3072-CT -LR

30" wide x 72" long x 39" high
(lumber core option)
(rails option)
(lumber core rails, option)

30" wide x 72" long x 39" high
(lumber core option)
(rails option)
(lumber core rails, option)



INDEX TABLES
TERES B-SERIES

LIBRARY FURNITURE

GENERAL
SPECIFICATIONS

TOPS: Table tops are l-1/4" thick, 3-ply particleboard
construction, including .050" thick high pressure
laminate face and not less than 028" thick backing
material. Edges of tops will be banded with 5/8" thick
x 1-5/8" wide solid
oak external drop edge bands shaped to a 130 bevel
with corners radiused 1/2". The underside of the
index table will be fitted with V-shaped, 14 gauge
steel reinforcing keels. Keels are securely attached to
the underside of top by means of screws.

APRON RAILS: A 7/8" thick x 3-1/2" wide solid
oak apron rail shall bridge the distance between the
legs on all four sides and is screwed to the underside
of the work surface. The apron
REQUIRED FOR ORDER:

• product number
• wood finish
• plastic laminate
• worksurface height: 27" or 29"H

rail is radiused 3/8" on the bottom and at the ends.

LEGS: Legs are 2-1/4" square glued-up solid oak and
shaped on four (4) corners to a 1/4" radius and a 1/8"
radius on the bottom. The legs are attached to the
apron with steel corner brackets and hanger bolts.
Corner bracket shall be screwed to the work surface
and apron rails further reinforced by means of l/2" x
I" steel backing plate.

INDEX RACK: The dividers, back and shelves are
constructed of 1" thick, 3-ply particleboard with
select grade "A" oak veneer faces and the exposed
edges banded with 5/16" solid oak. The end divider
panels have 1/16" radius on the upper corners. All
bands are continuous bullnose shaped. The rack
assembly is secured to the top

by screws passing through the underside of the top
and into the dividers. The shelves are adjustable and
removable to accommodate CD ROM equipment.

GLIDES: Each leg is equipped with a 1-3/16"
diameter rubber cushioned adjustable leveling glide
with a 15/16" stem.

TABLE TOP HEIGHT: All tables will be 29" high,
except when 27" or heights are specified.

UL LISTING: Index tables shall be listed (UL or
equivalent) under Utility Table Standard (WWJT).

NOTE: Optional electrical components are described
in the Optional Electrical Components section.

PRODUCT
NUMBER
TB-6060-ID

DESCRIPTION
DOUBLE FACED DOUBLE TIER

INDEX

DOUBLE FACED DOUBLE TIER

INDEX

SINGLE FACED DOUBLE TIER

INDEX

© THE WORDEN COMPANY

TB-6090-ID

TB-3090-ID

60" wide x 60" long x 55" high overall

Double tier index rack has eight (8) separate compartments
(2 wide by 2 high on each side) each being 27-3/4" wide.
The dividers will be 26" high and include an 8-l/2" deep
adjustable and removable shelf.

The underside of index table top will be fitted with two 42"
long V-shaped, 14 gauge steel reinforcing keels parallel to
the length of the table and two 42" long V-shaped, 14
gauge steel keels parallel to the width of the table. Keels
are securely attached to the underside of top by screws, and
are parallel to the length of the table.

60" wide x 90" long x 55" high overall

Double tier index rack has twelve (12) separate com-
partments (3 wide by 2 high on each side) each being
27-3/4" wide. The dividers will be 26" high and in-

clude
8-1/2" deep adjustable, removable shelf.

The underside of table top will be fitted with two 72"
V-shaped 14 gauge steel keels parallel to the length of the
table and two 42" V-shaped, 14 gauge steel keels parallel to
the width of the table. Each keel is securely attached to the
underside of top by screws.

an

30" wide x 90" long x 55" high overall

Double tier index rack has six (6) separate compartments (3
wide by 2 high) each being 27-3/4" wide. The dividers will
be 26" high and include an 8-1/2" deep adjustable and
removable shelf.

The underside of table top will be fitted with one 72" long
V-shaped, 14 gauge steel reinforcing keel. Keel is securely
attached to the underside of top by screws.

5



CARREL TABLES

TERES B-SERIES
LIBRARY FURNITURE

PRODUCT
NUMBER DESCRIPTION

DOUBLE FACED TB-4836-CP Center panel, 48" deep x 36" wide x height
CENTER PANEL TB-4836-CP-L (lumber core option)
CARREL TABLE TB-4836-CP-R (rails option)

TB-4836-CP-LR (lumber core, rails option)

The double faced rack as used on 48" deep tables is
18-1/4" deep x 34-1/2" wide x 19" high with two
(2) 3/4" thick 8-1/2" deep shelves located 12-1/2"
above table top.

SINGLE FACE TB-2436-FP Full panel, 24" deep x 36" wide x height
FULL PANEL TB-2436-FP-L (lumber core option)
CARREL TABLE TB-2436-FP-R (rails option)

TB-2436-FP-LR (lumber core, rails option)

The single faced rack is 21-1/2" deep x 34-1/2"
wide x 19" high with one (1) 3/4" thick x 8-1/2"
deep shelf located 12-1/2" above the table top.

DOUBLE FACE TB-4836-FP Full panel, 48" deep x 36" wide x height
TB-4836-FP-L (lumber core option)

FULL PANEL TB-4836-FP-R (rails option)
CARREL TABLE TB-4836-FP-LR (lumber core, rails option)

© THE WORDEN COMPANY

The double faced rack is 45-1/2" deep x 34-1/2"
wide x 19" high with two (2) 3/4" thick x 8-1/2"
deep shelves located 12 -1/2" above the table top.

11



TERES B-SERIES
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PRODUCT

NUMBER DESCRIPTION

DICTIONARY STAND T -322-DS 20-7/8" deep x 26-3/8" wide x 44-7/8"

high
Sloped top is 1-1/4" thick with a .050"
high pressure plastic laminate face. The
front edge has an extruded black aluminum
retaining strip and the back is self-edged.
The back panel is 3/4" thick, 3-ply
particleboard construction with select grade
"A" oak veneers on both faces. The bot
tom edge is banded with 1/8" solid oak. The
unit has one adjustable shelf 3/4" thick,
with oak veneer face and 1/8" oak edge
band on front edge. Panels shall be
1-3/16" thick, 3 -ply particleboard con
struction with select grade "A" oak ve
neers on the face and back. All four edges
shall be banded with 1/8" thick solid oak
radiused 1/16" on all edges and corners.
The unit comes equipped with adjustable
leveling glides.

T -3221-DS-J Juvenile height :3d-1/2" high.

ATLAS STAND T -3220-AS 28-7/8" deep x 28-3/8" wide x 44-7/8" high

Sloped top is 1-l/4" thick with a .0>0" high
pressure plastic laminate face. The front edge has
an extruded black aluminum retaining strip and the
back is self-edged. The back panel is 3/4" thick,
3-ply particleboard construction with select grade
"A" oak veneers on both faces. The bottom edge is
banded with 1/8" solid oak. This unit has five
pull-out shelves operating on full extension ball
bearing slides with stops to prevent removal. Each
shelf has a clear area 26" wide x 24-1/2" deep x
3-3/ 8" high. Shelves to be 3/4" thick, plywood
with oak veneer face and l -1/2" wide front retainer.
Panels shall be 1-3/16" thick, 3ply particleboard
construction with select grade "A" oak veneers on
the face and back. All four edges shall be banded
with 1/ 8" thick solid oak radiused I/16" on all
edges and corners. The unit comes equipped with
adjustable leveling glides.

T -3220-AS-J Juvenile height : 34-7/8" high
(4 storage shelves)

12  THE WORDEN COMPANY
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PRODUCT
NUMBER

T-2018-NR

DESCRIPTION

NEWSPAPER RACK

MAGAZINE RACK

DISPLAY TABLE

© THE WORDEN COMPANY 13

T-2042-MR

TB-3060-EXC
TB-3060-EXC-R

25-1/4" deep x 39-1/4" wide x 29" high

This unit has a solid oak top frame 1-1/4" thick.
This solid oak open top frame has notched racks at
each end to hold ten newspaper display rods. These
display rods are arranged to permit newspapers to
hang in the opening of the table top. Display rods
are of solid hardwood material split into six
segments and furnished with rubber ring retainer at
end. Ten display rods are furnished with the rack.
Panels shall be l-3/16" thick, 3-ply particleboard
construction with select grade "A" oak veneers on
the face and back. All four edges shall be banded
with l /8" thick solid oak radiused 1/16" on all
edges and corners.

18" deep x 36" wide x 49" high

This unit has six sloped display shelves of varied
heights. The rack has a capacity for approximately
40 magazines. End panels shall be 1-3/16" thick,
3-ply particleboard construction with select grade
"A" oak veneers on the face and back. All four
edges shall be banded with 1/8" thick solid oak
radiussed 1/16" on all edges and corners. The
closed back panel is 3/4" thick, 3-ply particleboard
construction with select oak veneer.

31" deep x 61" wide x 38-11/16" high overall (rails
option)

This display case has an extruded aluminum frame
with dark bronze finish. The case has 3/16"
annealed float glass at sides and top. The top of the
case is hinged with continuous piano type hinge
and equipped with 2 point lock and lid supports.
The bottom is available with optional tackable
surface covered with neutral beige colored fabric.
Glass case size. 59" wide x 29" deep x 9-11/16"
high. This display case is to be screwed to top
surface of table. Top is 1-1/4" thick, 3-ply
particleboard construction with .050" high pressure
laminate and a backing material of 028" thick. All
edges are banded with 5/8" x 1-5/8" solid oak
radiused 3/4" top, bottom, comers. Legs are 2-1/4"
square glued-up solid oak shaped on four corners to
a 3/4" radius and a l/8" radius on the bottom. Legs
are attached to case by means of metal plates. Each
leg has an adjustable chrome glide.

The optional trim rail of I" thick x 1-7/16" high
solid oak would bridge the distance between the
legs. The trim rail is radiused on the bottom edges
and ends 3/8".



TERES B-SERIES
DISPLAY LIBRARY FURNITURE

PRODUCT

NUMBER DESCRIPTION

DISPLAY CASE T -4278-EXC 16-3/32" deep x 47-21/32" wide x 72-1/8"

high OA

Glass case size: 16-1/8" deep x 47-5/8" wide x

60-1/4" high

This display case has an extruded aluminum

frame with dark bronze finish. The case has

3/16" annealed float glass at sides and top with

back and bottom of 7/16" thick, 3 -ply

particle board construction. Front of case to

have sliding glass doors, equipped with lock.

Interior of case to have two (2) 1/4" plate

glass shelves, adjustable on (" centers.

This unit only available with flush panel base

11-7/8" high. The base is constructed of 3/4"

thick plywood panels with select grade "A"

oak face veneers

REVOLVING DICTIONARY STAND T -2022 15" deep x 21" wide x >" high overall

The top is constructed of 3/4" thick, 3-ply particleboard
construction with grade "A" oak face veneer, banded on
all four edges with 1/8" solid oak. The top of this unit is
sloped at a 7° angle to 1-3/4" height at front (lower
edge) and has a retaining strip along front edge. The
base is 8" square and is constructed of 3/4" thick solid
oak. A ball bearing swivel mechanism is attached to
base and top to provide the stand rotation.

14 © THE WORDEN COMPANY



TERES B
Computer Work Stations

required for order:
*product number
*wood finish
*plastic laminate

Starters Price
TB-2836-WS 1144
TB-2836-WS-L 1187
TB-2842-WS 1487
TB-2842-WS-L 1524
TB-2848-WS 1487
TB-2848-WS-L 1524
TB-2872-WS 1805
TB-2872-WS-L 1868
Adders
TB-2836-WS-A 896
TB-2836-WS-A-L 938
TB-2842-WS-A 1240
TB-2842-WS-A-L 1303
TB-2848-WS-A 1240
TB-2848-WS-A-L 1303
TB-2872-WS-A 1562
TB-2872-WS-A-L 1655
Double Starters
TB-2836-DWS 2004
TB-2836-DWS-L 2091
TB-2842-DWS 2529
TB-2842-DWS-L 2654
TB-2848-DWS 2529
TB-2848-DWS-L 2654
TB-2872-DWS 3133
TB-2872-DWS-L 3320
Double Adders
TB-2836-DWS-A 1586
TB-2836-DWS-A-L 1653
TB-2842-DWS-A 2063
TB-2842-DWS-A-L 2185
TB-2872-DWS-A 2779
TB-2872-DWS-A-L 2964

O.P.A.C.

*specify if units are to receive electrical 
components (show work surface arrangement)



required for order:
*product number
*wood finish
*plastic laminate
*specify if units are to receive electrical 
*Specify if work surface is to

Full hex carrel
TB-096-HCT 5670

Half hex w/closed back
TB-096-HCT-1 3789

Half hex with 3 display shelves
TB-096-HCT-3 3989

Computer/Reference Table

required for order:
*product number
*wood finish
*plastic laminate

Reference table
TB-3072-RT 1649
TB-3072-RT-L 1724
TB-3072-RT-R 1781
TB-3072-RT-LR 1857

Computer table
TB-3072-CT 2012
TB-3072-CT-L 2087
TB-3072-CT-R 2145
TB-3072-CT-LR 2220

Index Table

required for order:
*product number
*wood finish
*plastic laminate
*work surface height 25",27" or 29"

Double faced double tier index table
TB-6060-ID 2987
TB-6090-ID 3668

Single faced double tier index table
TB-3090-ID 2833



Library Tables

required for order:
*product number
*wood finish
*plastic laminate
*work surface height 25",27" or 29" (except on DST)

Rectangular tables
TB-2436 733
TB-2436-L 791
TB-2436-R 837
TB-2436-LR 877
TB-3060 764
TB-3060-L 826
TB-3060-R 869
TB-3060-LR 927
TB-3660 781
TB-3660-L 814
TB-3660-R 844
TB-3660-LR 880
TB-4260 863
TB-4260-L 933
TB-4260-R 1057
TB-4260-LR 1156
TB-4860 1152
TB-4860-L 1296
TB-4860-R 1309
TB-4860-LR 1466
TB-3672 828
TB-3672-L 869
TB-3672-R 894
TB-3672-LR 956
TB-4272 928
TB-4272-L 1001
TB-4272-R 1047
TB-4272-LR 1139
TB-4872 948
TB-4872-L 1026
TB-4872-R 1081
TB-4872-LR 1156
TB-3690 1052
TB-3690-L 1171
TB-3690-R 1203
TB-3690-LR 1331
TB-4290 1324
TB-4290-L 1442
TB-4290-R 1498
TB-4290-LR 1625



TB-4890 1237
TB-4890-L 1341
TB-4890-R 1407
TB-4890-LR 1556
Square tables
TB-4242 725
TB-4242-L 782
TB-4242-R 807
TB-4242-LR 869
TB-4848 725
TB-4848-L 782
TB-4848-R 807
TB-4848-LR 869
Round tables
TB-042 827
TB-042-L 903
TB-042-R 928
TB-042-LR 1004
TB-048 847
TB-048-L 924
TB-048-R 951
TB-048-LR 1028
TB-060 1109
TB-060-L 1226
TB-060-R 1216
TB-060-LR 1364
Slope top tables
TB-3072-DST 1536
TB-3072-DST-L 1620

Modular Carrels

required for order:
*product number
*wood finish
*plastic laminate
*work surface height 25",27" or 29". Specify modification for wheelchair height
*specify if units are to receive electrical components

Single faced carrels
TB-2436-SC 989
TB-2436-SC-L 1112
TB-2448-SC 1251
TB-2448-SC-L 1394
TB-2436-SC-A 774
TB-2436-SC-A-L 844
TB-2448-SC-A 995
TB-2448-SC-A-L 1131
Double faced carrels
TB-2436-DSC 1681



TB-2436-DSC-L 1854
TB-248-DSC 2044
TB-248-DSC-L 2244
TB-2436-DSC-A 1224
TB-2436-DSC-A-L 1382
TB-2448-DSC-A 1570
TB-2448-DSC-A-L 1731
Quad faced carrels
TB-2436-QSC 2942
TB-2436-QSC-L 3248

Carrel Tables

required for order:
*product number
*wood finish
*plastic laminate
*work surface height 25",27" or 29"

Study Table
TB-2436-IP 880
TB-2436-IP-L 917
TB-2436-IP-R 1000
TB-2436-IP-LR 1040
Center panel carrel table single faced
TB-2436-CP 925
TB-2436-CP-L 958
TB-2436-CP-R 1091
TB-2436-CP-LR 1128
Center panel carrel table double faced
TB-4836-CP 1264
TB-4836-CP-L 1296
TB-4836-CP-R 1440
TB-4836-CP-LR 1515
Full panel carrel table single faced
TB-2436-FP 1014
TB-2436-FP-L 1049
TB-2436-FP-R 1176
TB-2436-FP-LR 1218
Full panel carrel table double faced
TB-4836-FP 1397
TB-4836-FP-L 1466
TB-4836-FP-R 1607
TB-4836-FP-LR 1695

Display

required for order:
*product number



*wood finish
*plastic laminate 
*Table height on N-3060-EXC table 25",27" or 29"

Revolving dictionary stand
T-2022 183
Dictionary stand
T-3225-DS 1007
*T-3225-DS-J 1007
Atlas stand
T-3220-AS 1655
*T-3220-AS-J 1655
Newspaper rack
T-2018-NR 1093
Magazine rack (small)
T-2042-MR 1237
Display table
TB-3060-EXC 3578
TB-3060-EXC-R 3684
Display case
TB-4278-EXC 3711

*"J" suffix indicates juvenile height of 34-1/2"
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